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Read all safety labels and instructions prior to use.  Product to be used by qualified personnel only.

To avoid lifter failure, potential death and property damage, never exceed WLL (Working Load Limit)
This document contains the proprietary information of Tandemloc, Inc. and your access and use shall be, and is at all times, pursuant to and limited by the Tandemloc, Inc. Terms of Use.
You shall not, and shall not encourage, assist, or authorize another party to copy, distribute, publically display, modify, reverse engineer,decompile, or take any other action to reproduce or replicate this document or the information 
contained herein. © Copyright 2012 by Tandemloc, Inc.
Dimensions are subject to manufacturing tolerance and change.

REV DESCRIPTION DATE APP.
A ADDED SHEET 2 3/11/05 MRD
B OPTIONAL TOWBAR WAS A -1PA AND NOW IS A -2PA 12/04/08 DAH

REVISIONS

CONTAINER CART 20T WLL (T10000B-1PA)
Cage Code: 65059 | Drawing No: ST10000B | Revision: B | Sheet: 1 of 1

UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN INCHES

NOTES:
1. P/N: T10000B-1PA, CONTAINER CART.
2. WLL: 40,000 LB. (20 TONS)
3. FINISH: SANDBLAST, PRIME AND PAINT SAFETY YELLOW
4. CALCULATED WEIGHT 1,705 LB.
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OPTIONAL TANDEMLOC TOWBAR
P/N: AB42000A-2PA
USE AT EITHER END TO TOW UNIT

TWISTLOCK (SHOWN UNLOCKED) ROTATES 360°
WITH DETENTS AT 90° INCREMENTS. PREVENTS
CONTAINER FROM POPPING OFF. ALLOWS CART TO
BE LEFT ATTACHED TO A LIFTED CONTAINER.

FOUR DUAL WHEEL SWIVEL CASTERS,
WLL 10,000 LB EA., WITH HEAVY DUTY
SWIVEL LOCKS (90° INCREMENTS).

15.50 18.88

3” BLACK VINYL
BOTH SIDES

3” RED VINYL
BOTH SIDES

GROUND TO
CONTAINER BOTTOM.
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